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America

CERTIFICATE

No. U10 023217 0003 Rev. 00

Holder of Certificate: Paul Vahle GmbH & Co.KG
Westicker Str. 52
59174 Kamen
GERMANY

Certification Mark:

Product: Power Conversion Equipment
(Accessory Module)

Tested UL 61800-5-1:2022
. CSA C22.2 No. 274:2017
according to:

This product was voluntarily tested to the relevant safety requirements referenced on this certificate.
It can be marked with the certification mark above. The mark must not be altered in any way. The
certificate holder shall not transfer this certificate to third parties. This product certification system
operated by TUV SUD America Inc. most closely resembles system 3 as defined in ISO/IEC 17067.
Certification is based on the TUV SUD "Testing, Certification, Validation and Verification Regulations
(TCVVR)". For Canadian standards TUV SUD America Inc. is accredited by the Standards Council of
Canada to ISO/IEC 17065.

Test report no.: 713341347-02

Date, 2025-04-01

S (e On

( Thorsten Siemon )
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America
No. U10 023217 0003 Rev. 00
Model(s): vCOM _|IC- .|A [-]12k [-]|BB CCCC
PCB
1 _ |2 . |3 -14 -15 6
1 Product group
vCOM | vCOM
2 Base type
IC-PCB | Stationary rail bus module
3 Version
1 First version
2 Second version
n n-th version
4 Number of segments
2k | 2 Segments
5 Type of fieldbus
PN PROFINET
El EtherNet/IP
6 Optional add-on

Brand Name(s): Vahle

Parameters:

Supply voltage — power:

400 — 480 VAC, 50/60 Hz, 1 A, Class 1
Supply voltage — logic:

24 VDC, 1A

Conditions of Acceptability:

- When installing requirements of test standards and installation guide must be fulfilled.

- This EUT is for use in non-hazardous locations, operated by qualified personnel skilled in its use.

- The EUT shall be supplied with the specified rated voltages according to the user manual.

- The disconnection device for the EUT is part of the end application and must fulfil the requirements
of the manual and the tested standards.

- The EUT fulfils the requirements of the tested standard only if it is operated with a certified
overcurrent protection device according to the tested standards.

- Suitable for use on a circuit capable of delivering not more than 5000 Arms symmetrical current.

- The wiring in end-use application must be done according to the tested standard and local
requirements.

- All relevant warnings must be available in the manual and explained in the respective national
language.

When installing all requirements of mentioned test specification(s) and conditions of
acceptability must be fulfilled.
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 TÜV SÜD Product Service GmbH, Ridlerstraße 65, 80339 Munich, Germany 
 
TÜV SÜD PSB Pte Ltd, 15 International Business Park, TÜV SÜD @ IBP, Singapore 609937 
 
 TÜV SÜD America, Inc., 401 Edgewater Place Suite #500, Wakefield, MA 01880, USA 
 
 TÜV SÜD Certification and Testing (China) Co., Ltd. Floor 1-4, Building B, No.37, Tuanjie Road(Middle), Xishan Economic and Technological Development Zone, Wuxi, Jiangsu, P.R. China 
 
 TÜV SÜD Danmark ApS, Strandvejen 125, 2900 Hellerup, Denmark 
 
 TUV SUD BABT Unlimited, Octagon House, Concorde Way, Segensworth North, Fareham, Hampshire, PO15 5RL, UK 
 
 TÜV SÜD (Malaysia) Sdn Bhd, No. 18, Jalan Astaka U8/82, Bukit Jelutong, 40150 Shah Alam, Selangor, Malaysia 
 
 TÜV SÜD SFDK, Av. General Valdomiro de Lima, 833, Jabaquara, São Paulo, SP, 04344-070, Brazil 
 
 TÜV SÜD Rail GmbH, Barthstraße 16, 80339 Munich, Germany 
 
 TÜV SÜD Auto Service GmbH, Daimlerstraße 11, 85748 Garching at Munich, Germany 
 
 TÜV SÜD Hong Kong Limited, 19/F Yuen Long Trading Centre, 33 Wang Yip Street West, Yuen Long, New Territories, Hong Kong
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




